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HAPRI POLYURETHANE ( HAPRI - PUR)

INSULATION FOAM

TECHNICAL DETAILS OF HAPRI POLYURETHANE (HAPRI PUR-FA)
INSULATION FOAM

Hapri PUR-FA is laminated with one side Fiberglass and other side with aluminum
foil. its best suited in areas where there is moisture expected on one side and on
the other side some sort of adhesion to the insulation is required like EIFS, Soffit
slab insulation or roof insulation at times.

Recommended Uses.

° Wall Insulation External
o EIFS System
° Soffit slab Insulation

Technical Details

o Thickness Range : 20-200mm
J Density: Min 30kg/m3 , Max 100 kg/m3 (Recommended density for
best thermal conductivity : 35-50 kg/m3)

o Panel Dimensions: 2m x 1.2m (Length can be increased up to 5m)
J Thermal Conductivity(K value)=0.0207 w/m*k - 0.022 w/m*k

J Characteristics in Fire: Class B2, Euro Class E.

J Compressive strength : more than 200 kpa

J CFC Free

J 0 ODP and

J GWP Less than 5

J Approved by Dubai Municipality.

J Certified by Dubai Central Laboratory.

J Approved by Dubai Civil Defense.

J Listed as Green Building Material by Dubai Central Laboratory (DCL)
o Approved by Estidama, Abu Dhabi Urban Planning Council.
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